Chapter 8 Optional Cards | C2000 Series

8-11 CMC-MODO1

Features

MDI/MDI-X auto-detect

E-mail alarm
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Virtual serial port.
Product File
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i

Specifications

Network Interface

Supports Modbus TCP protocol
Baud rate: 10/100Mbps auto-detect

AC motor drive keypad/Ethernet configuration

® 1/O CARD & Relay Card
@ PG Card
3 ®  Comm. Card
@  RJ-45 connection port
@ ®  Removable control circuit
® terminal

Interface

RJ-45 with Auto MDI/MDIX

Number of ports

1 Port

Transmission method

IEEE 802.3, IEEE 802.3u

Transmission cable

Category 5e shielding 100M

Transmission speed

10/100 Mbps Auto-Detect

Network protocol

ICMP, IP, TCP, UDP, DHCP, HTTP, SMTP, MODBUS OVER TCP/IP,
Delta Configuration

Electrical Specification

Power supply voltage

5VDC (supply by the AC motor drive)

Insulation voltage 500Vdc
Power consumption 0.8W
Weight 25¢
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Noise immunity

ESD (IEC 61800-5-1, IEC 61000-4-2)

EFT (IEC 61800-5-1, IEC 61000-4-4)

Surge Test (IEC 61800-5-1, IEC 61000-4-5)

Conducted Susceptibility Test (IEC 61800-5-1, IEC 61000-4-6)

Operation/storage

Operation: -10°C ~ 50°C (temperature), 90% (humidity)
Storage: -25°C ~ 70°C (temperature), 95% (humidity)

Vibration/shock immunity

International standard: IEC 61800-5-1, IEC 60068-2-6/IEC
61800-5-1, IEC 60068-2-27

® |nstall CMC-MODO01 to VFD-C2000

1. Switch off the power supply of VFD-C2000.

2. Open the front cover of VFD-C2000.

3. Place the insulation spacer into the positioning pin at Slot 1 (shown in Figure 3), and aim the
two holes on the PCB at the positioning pin. Press the pin to clip the holes with the PCB (shown
in Figure 4).

4. Screw up at torque 6 ~ 8 kg-cm (5.21 ~ 6.94 in-Ibs) after the PCB is clipped with the holes
(shown in Figure 5).

[Figure 5]

[Figure 4]

= Communication Parameters for VFD-C2000 Connected to Ethernet

When VFD-C2000 is link to Ethernet, please set up the communication parameters base on the
table below. Ethernet master will be able to read/write the frequency word and control word of
VFD-C2000 after communication parameters setup.

Parameter Function Set value (Dec) Explanation
Source of frequency The frequency command is controlled by
P00-20 ; 8 -
command setting communication card.
Source of operation The operation command is controlled by
P00-21 . 5 L
command setting communication card.
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Parameter Function Set value (Dec) Explanation
P09-30 Decodlng mgthod for 0 Decoding method for Delta AC motor drive
communication
P09-75 IP setting 0 Static IP(0) / Dynamic distribution 1P(1)
P09-76 IP address -1 192 IP address 192.168.1.5
P09-77 IP address -2 168 IP address 192.168.1.5
P09-78 IP address -3 1 IP address 192.168.1.5
P09-79 IP address -4 5 IP address 192.168.1.5
P09-80 Netmask -1 255 Netmask 255.255.255.0
P09-81 Netmask -2 255 Netmask 255.255.255.0
P09-82 Netmask -3 255 Netmask 255.255.255.0
P09-83 Netmask -4 0 Netmask 255.255.255.0
P09-84 Default gateway -1 192 Default gateway 192.168.1.1
P09-85 Default gateway -2 168 Default gateway 192.168.1.1
P09-86 Default gateway -3 1 Default gateway 192.168.1.1
P09-87 Default gateway -4 1 Default gateway 192.168.1.1

®  Disconnecting CMC- MODO01 from VFD-C2000

1. Switch off the power supply of VFD-C2000.
2.  Remove the two screws (shown in Figure 6).
3. Twist opens the card clip and inserts the slot type screwdriver to the hollow to prize the PCB off

the card clip (shown in Figure 7).

4. Twist opens the other card clip to remove the PCB (shown in Figure 8).

[Figure 7]

[Figure 8]
B Basic Registers
BR# R/W Content Explanation
40 R Model name Set up by the system; read only. The model code of
CMC-MODO01=H’'0203
#1 R Firmware Displaying the current firmware version in hex, e.g. H'0100 indicates the
version firmware version V1.00.
Displaying the data in decimal form. 10,000s digit and 1,000s digit are for
#2 R Release. date of “month”; 100s digit and 10s digit are for “day”.
the version ST L
For 1 digit: 0 = morning; 1 = afternoon.
#11 R/W | Modbus Timeout |Pre-defined setting: 500 (ms)
#13 R/W | Keep Alive Time |Pre-defined setting: 30 (s)
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LED Indicator & Troubleshooting

LED Indicators

LED Status Indication How to correct it?
On Power supply in normal status -
POWER | Green
Off No power supply Check the power supply
On Network connection in normal status -
LINK Green | Flashes | Network in operation --
Off Check if the network cable is
Network not connected connected

Troubleshooting

Abnormality

Cause

How to correct it?

POWER LED off

AC motor drive not powered

Check if AC motor drive is powered, and if the
power supply is normal.

CMC-MODO01 not connected
to AC motor drive

Make sure CMC-MODO1 is connected to AC motor
drive.

LINK LED off

CMC-MODO01 not connected
to network

Make sure the network cable is correctly connected
to network.

Poor contact to RJ-45
connector

Make sure RJ-45 connector is connected to
Ethernet port.

No module found

CMC-MODO01 not connected
to network

Make sure CMC-MODO1 is connected to network.

PC and CMC-MODO01 in
different networks and
blocked by network firewall.

Search by IP or set up relevant settings by AC
motor drive keypad.

Fail to open
CMC-MODO01 setup
page

CMC-MODO01 not connected
to network

Make sure CMC-MODO1 is connected to the
network.

Incorrect communication
setting in DCISoft

Make sure the communication setting in DCISoft is
set to Ethernet.

PC and CMC-MODO01 in
different networks and
blocked by network firewall.

Conduct the setup by AC motor drive keypad.

Able to open
CMC-MODO01 setup
page but fail to
utilize webpage
monitoring

Incorrect network setting in
CMC-MODO01

Check if the network setting for CMC-MODO1 is
correct. For the Intranet setting in your company,
please consult your IT staff. For the Internet setting
in your home, please refer to the network setting
instruction provided by your ISP.

Fail to send e-mail

Incorrect network setting in
CMC-MODO01

Check if the network setting for CMC-MODO1 is
correct.

Incorrect mail server setting

Please confirm the |IP address for SMTP-Server.
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