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Extension Cable Interface Module for DVP-ES2/EX2 Series PLC
DVP-ES2/EX2 Serisi PLC i¢in Harici Kablo Arabirim Modiilu
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& Warnlng ENGLISH
EN & DVPAEXT01-E2 is an OPEN-TYPE device. It should be xn\talled in a control cabinet free of airborne dust,
humidity, electric shock and vibration. To prevent staff from operating DVPAEXTO0I-E2, or to

prevent an accident from damaging DV[’AI:XT()] E2, the control cabinet in which DVPAEXTO01-E2 is installed
should be equipped with a safeguard. For example, the control cabinet in which DVPAEXT0I-E2 is installed
can be unlocked with a special tool or key.

EN # DO NOT connect AC power to any of 1/0 terminals, otherwise serious damage may occur. Please check all
wiring again before DVPAEXT0I-E2 is powered up. Afier DVPAEXT0I-E2 is disconnected, Do NOT touch any
terminals in a minute. Make sure that the ground terminal ©® on DVPAEXT0I-E2 is correctly grounded in
order to prevent electromagnetic interference.

FR # DVPAEXTOI-E2 est un module OUVERT. Il doit étre installé que dans une enceinte protectrice (boitier, armoire,
etc.) saine, dépourvue de poussiére, d’humidité, de vibrations et hors d’atteinte des chocs électriques. La
protection doit éviter que les personnes non habilitées a la maintenance puissent accéder a l'appareil (par
exemple, une clé ou un outil doivent étre nécessaire pour ouvrir a protection).

FR # Ne pas appliquer la tension secteur sur les bornes d’entrées/Sorties, ou l'appareil DVPAEXTOI-E2 pourra étre
endommagé. Merci de vérifier encore une fois le cablage avant la mise sous tension du DVPAEXT0I-E2. Lors
de la déconnection de I'appareil, ne pas toucher les connecteurs dans la minute suivante. Vérifier que la terre
est bien reliée au connecteur de terre © afin d’éviter toute interférence électromagnétique.

O Introduction

Thank you for choosing Delta's DVP series accessory. DVPAEXT01-E2 is an extension cable interface
module. The extension distance available is 0.7m. DVPAEXTO01-E2 is only applicable to the connection
between DVP-ES2/EX2 series MPU and the DI/DO or AI/AO extension module, and does not occupy any
extension point or module space.

= Product Profile & Outline

DVPAEXT1R-E2 at the right side (prior level)
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DVPAEXT1L-E2 at the left side (next level)
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[ Figure 1] [ Figure 2]

Unit: mm

@ 1/0 module fixed clip @ 1/0 module connection port

@ DIN rail fixed slot @ Extension cable port

® Specifications

Model DVPAEXTO01-E2

Item DVPAEXT1R-E2
Noise immunity

DVPAEXT1L-E2
ESD: 8KV Air Discharge EFT: Power Line: 2KV RS: 26MHz ~ 1GHz, 10V/m

Operation: 0°C ~ 55°C (temperature), 5 ~ 95% (humidity), pollution degree 2

Operation/st
Peration'siorage | g rage: -25°C ~ 70°C (temperature), 5 ~ 95% (humidity)

Shock/vibration International standard: IEC61131-2, IEC 68-2-6 (TEST Fc)/IEC61131-2 & IEC
immunity 68-2-27 (TEST Ea)
Weight (approx.) (g) 50 55

© Installation and Wiring

= Connect DVPAEXTO01-E2 with Modules
Using DVPAEXTO01-E2 to connect DVP-ES2/EX2 series MPU with the DI/DO or AI/AO extension module:
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DVPAEXT1L-E2

[ Figure 3]

u Port Pin Definition

Please use the cable to install DVPAEXT1R-E2 and DVPAEXT1L-E2.
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A\ Uyan

V" DVPAEXTO0I-E2 kullanmadan énce maniieli dikkatlice okuyunuz.
v" DVPAEXTO0I-E2 ACIK-TIP bir cihaz olup toz, rutubet, elektrik soku ve titresimin oldugu ortamlardan uzak yerlere

kurulmalidir. Ayrica cihaza dogrudan miic I Il k onlemler hdir. (Ornegin cihazin

bulundugu panoya kilit konulmast gibi).

v" DVPAEXTO0I-E2 (DVPAEXTIR-E2 ~ DVPAEXTIL-E2 ve kablo dahil) bir MPU ile ilave modiil veya modiilleri
birbirine baglamak i¢in kullanilir:

v" Baglantilarint yapmadan énce MPU 'nun enerjisini olmadigindan emin olunuz ve sonra MPU ve ilave modiillere
enerji veriniz.

O Onséz

Delta'nin DVP serisini segtiginiz igin tesekkir ederiz. DVPAEXTO01-E2 bir harici kablo arabirim moddlidir.
Maksimum ilave uzakhgr 0.7m.’dir. DVPAEXTO01-E2 sadece DVP-ES2/EX2 serisi PLC’ler ve DI/DO, AI/AO
ilave modidiller igin kullanilir ve herhangi bir ilave nokta veya modiil boslugu isgal etmez.

= Uriin Profili

DVPAEXT1L-E2 sol kenardan (&nceki seviye), DVPAEXT1R-E2 sa§ kenardan (sonraki seviye). ingilizce
boliimde Sekil 1 [Figure 1]'e ve Sekil 2 [Figure 2]'ye bakiniz. Birim: mm.

@ 1/0 modiil sabitleme Klipsi @ 1/0 modiil baglant portu
® DIN ray sabitleme slotu @ Jlave kablosu portu
6 Ozellikler
Model DVPAEXTO01-E2
Madde DVPAEXT1L-E2 DVPAEXT1R-E2
Ses bagisikligi ESD: 8KV Hava Desarj EFT: Gili¢ Hatti: 2KV RS: 26MHz ~ 1GHz, 10V/m

Calisma: 0°C ~ 55°C (sicaklik), 5 ~ 95% (nem), kirlilik derecesi 2
Saklama: -25°C ~ 70°C (sicaklik), 5 ~ 95% (nem)

Uluslararasi standart: IEC61131-2, IEC 68-2-6 (TEST Fc)/IEC61131-2 & IEC
68-2-27 (TEST Ea)

Agirlik (g) 50 \ 55

Calisma/Saklama

Sok/titresim bagisikhigr

© Kurulum ve Baglantilan

= DVPAEXT01-E2 modiilleri ile baglanti
DVPAEXTO01-E2 kullanarak DI/DI, AI/AO ile DVP-ES2/EX2 serisi MPU’ya baglantisi. Ingilizce bélimde Sekil
3 [Figure 3]'e bakiniz.

= Port Pin Agiklamasi

Liitfen kabloyu DVPAEXT1R-E2 ve DVPAEXT1L-E2 kurulumu igin kullaniniz. Detaylar igin ingilizce bélimde
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