Instruction Manual

PMT-12V50W1AA & PMT-12V35W1AA & PMT-24V50W1AA & PMT-24V35W1AA

1.

Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 5).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: When connecting the device, secure Earth connection before connecting L
and N. When disconnecting the device, remove L and N connections before removing
the Earth connection. The power supply must be mounted by metal screws onto a
grounded metal surface. It is highly recommended that the Earth terminal on the
connector be connected to the grounded metal surface.

Device Descriptions
Refer to Fig. 1.:
Input & Output terminal block connector
% DC voltage adjustment potentiometer
@ DC OK control LED (Green)

Installation of the Device
Refer to Fig. 2.:
Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.
This surface belongs to customer’s end system or panel where the power supply
is mounted.
© Connector

e Use flexible cable (stranded or solid), AWG no. 22-12. The torque at the Connector
shall not exceed 13Kgf.cm. The insulation stripping length should not exceed 0.275” or
7mm (Refer to Fig. 3).

Installation of Mounting Accessories

e  Only use M3 screw < 6mm through the base mounting holes. This is to keep a safe
distance between the screw and internal components.

e Referto Fig. 4.:
Recommended mounting tightening torque: 4~7Kgf.cm
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Fig. 1. Device Descriptions
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Fig. 4. Mounting Screw

Fig. 5. Assembly Reference
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Instruction Manual

PMT-12V50W1AG & PMT-12V35W1AG & PMT-24V50W1AG & PMT-24V35W1AG

1.

Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 5).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: When connecting the device, secure Earth connection before connecting L
and N. When disconnecting the device, remove L and N connections before removing
the Earth connection. The power supply must be mounted by metal screws onto a
grounded metal surface. It is highly recommended that the Earth terminal on the
connector be connected to the grounded metal surface.

Device Descriptions
Refer to Fig. 1.:
Input & Output terminal block connector
% DC voltage adjustment potentiometer
@ DC OK control LED (Green)

Installation of the Device
Refer to Fig. 2.:
Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.
This surface belongs to customer’s end system or panel where the power supply
is mounted.
© Connector

e Use flexible cable (stranded or solid), AWG no. 22-12. The torque at the Connector
shall not exceed 13Kgf.cm. The insulation stripping length should not exceed 0.275” or
7mm (Refer to Fig. 3).

Installation of Mounting Accessories

e  Only use M3 screw < 6mm through the base mounting holes. This is to keep a safe
distance between the screw and internal components.

e Referto Fig. 4.:
Recommended mounting tightening torque: 4~7Kgf.cm

SIDE_SURFACE

Fig. 1. Device Descriptions
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Fig. 2. Mounting Orientation
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Fig. 5. Assembly Reference
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Instruction Manual

PMT-12V50W1AH & PMT-12V35W1AH & PMT-24V50W1AH & PMT-24V35W1AH

1. Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 4).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: The power supply must be mounted by metal screws onto a grounded metal
surface. It is highly recommended that the Earth terminal on the connector be
connected to the grounded metal surface.

2. Device Descriptions

Refer to Fig. 1.:

@ Input & Output terminal block connector
@ DC voltage adjustment potentiometer
@ DC OK control LED (Green)

3. Installation of the Device

Refer to Fig. 2.:

Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.

This surface belongs to customer’s end system or panel where the power supply
is mounted.

© Connector

e  Use flexible cable (stranded or solid), AWG no. 22-18.

Connector (Board Mounting) Housing Terminal

Input (JST) B3P5-VH(LF)(SN) VHR-5N SVH-21T-P1 1

Output (JST) B2P3-VH(LF)(SN) VHR-3N
4. Installation of Mounting Accessories

e  Only use M3 screw < 6mm through the base mounting holes. This is to keep a safe
distance between the screw and internal components.

o Referto Fig. 4.:
Recommended mounting tightening torque: 4~7Kgf.cm
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Fig. 1. Device Descriptions
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SR B

PMT-12V50W1AA & PMT-12V35W1AA & PMT-24V50W1AA & PMT-24V35W1AA
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SR B

PMT-12V50W1AG & PMT-12V35W1AG & PMT-24V50W1AG & PMT-24V35W1AG
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PMT-12V50W1AH & PMT-12V35W1AH & PMT-24V50W1AH & PMT-24V35W1AH
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Instruction Manual

PML-12V50W1AA & PML-12V35W1AA & PML-24V50W1AA & PML-24V35W1AA

1.

Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 5).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: When connecting the device, secure Earth connection before connecting L
and N. When disconnecting the device, remove L and N connections before removing
the Earth connection. The power supply must be mounted by metal screws onto a
grounded metal surface. It is highly recommended that the Earth terminal on the
connector be connected to the grounded metal surface.

Device Descriptions
Refer to Fig. 1.:
Input & Output terminal block connector
% DC voltage adjustment potentiometer
@ DC OK control LED (Green)

Installation of the Device
Refer to Fig. 2.:
Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.
This surface belongs to customer’s end system or panel where the power supply
is mounted.
© Connector

e Use flexible cable (stranded or solid), AWG no. 22-12. The torque at the Connector
shall not exceed 13Kgf.cm. The insulation stripping length should not exceed 0.275” or
7mm (Refer to Fig. 3).

Installation of Mounting Accessories

e  Only use M3 screw < 6mm through the base mounting holes. This is to keep a safe
distance between the screw and internal components.

e Referto Fig. 4.:
Recommended mounting tightening torque: 4~7Kgf.cm

Fig. 1. Device Descriptions

Side Mounting (Vertical)

Base Mounting (Vertical) Side Mounting (Horizontal)

Fig. 2. Mounting Orientation

7mm.

—1
Fig. 3. Wire Type Stripped wire

screw

Fig. 4. Mounting Screw

Fig. 5. Assembly Reference
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Instruction Manual

PML-12V50W1AG & PML-12V35W1AG & PML-24V50W1AG & PML-24V35W1AG

1.

Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 5).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: When connecting the device, secure Earth connection before connecting L
and N. When disconnecting the device, remove L and N connections before removing
the Earth connection. The power supply must be mounted by metal screws onto a
grounded metal surface. It is highly recommended that the Earth terminal on the
connector be connected to the grounded metal surface.

Device Descriptions
Refer to Fig. 1.:
Input & Output terminal block connector
% DC voltage adjustment potentiometer
@ DC OK control LED (Green)

Installation of the Device
Refer to Fig. 2.:
Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.
This surface belongs to customer’s end system or panel where the power supply
is mounted.
© Connector

e Use flexible cable (stranded or solid), AWG no. 22-12. The torque at the Connector
shall not exceed 13Kgf.cm. The insulation stripping length should not exceed 0.275” or
7mm (Refer to Fig. 3).

Installation of Mounting Accessories

e  Only use M3 screw < 6mm through the base mounting holes. This is to keep a safe
distance between the screw and internal components.

e Referto Fig. 4.:
Recommended mounting tightening torque: 4~7Kgf.cm

Fig. 1. Device Descriptions

Side Mounting (Vertical)

Base Mounting (Vertical) Side Mounting (Horizontal)

Fig. 2. Mounting Orientation

7mm.

—1
Fig. 3. Wire Type Stripped wire

screw

Fig. 4. Mounting Screw

Fig. 5. Assembly Reference
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Instruction Manual

PML-12V50W1AH & PML-12V35W1AH & PML-24V50W1AH & PML-24V35W1AH

1. Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 4).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: When connecting the device, secure Earth connection before connecting L
and N. When disconnecting the device, remove L and N connections before removing
the Earth connection. The power supply must be mounted by metal screws onto a
grounded metal surface. It is highly recommended that the Earth terminal on the
connector be connected to the grounded metal surface.

2. Device Descriptions
Refer to Fig. 1.:
Input & Output terminal block connector
DC voltage adjustment potentiometer
(@ DC OK control LED (Green)

3. Installation of the Device
Refer to Fig. 2.:

Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.

This surface belongs to customer’s end system or panel where the power supply
is mounted.

@ Connector

e  Use flexible cable (stranded or solid), AWG no. 22-18.

Fig. 1. Device Descriptions

Base Mounting (Vertical)

Side Mounting (Horizontal)

Connector (Board Mounting) Housing Terminal
1 - -
nput (JST) B3P5-VH(LF)(SN) VHR-5N SVH-21T-P1.1
Output (JST) B2P3-VH(LF)(SN) VHR-3N

Chassis of
‘the device

Mounting
accessories

Mounting
screw

Fig. 3. Mounting Screw

D1 J:

Fig. 4. Assembly Reference

4. Installation of Mounting Accessories
e Only use M3 screw < 6mm through the base mounting holes. This is to keep a safe
distance between the screw and internal components.
e Referto Fig. 3.:
Recommended mounting tightening torque: 4~7Kgf.cm
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PML-12V50W1AA & PML-12V35W1AA & PML-24V50W1AA & PML-24V35W1AA

1.

ZEHE

o SHNRERFEED 20mm Y2 4EEES o DAERNERAAITES)

o KPR ESEERAEERS A - fl0 - 25 -

o AMERZEERE o FERELSAET MR ED amm AUEEE L R AT (F
SHET)

o RIBDEE R ORI - AHSNORESRE - RIS W R SR
(Bl A AL - DLl -

o IBME LA AEGERSE T o DR EER -

o Y NEREREITIRERE SRS ZERBGERN AL AT RN o N5
TEARA -
—HT ZREE KK P

o B EERTRAIRENES > PRSI ANE AR L RN o B AR AR
I AEE L F N RTINS A BT - 2288 > MR PN S8 2 S AU )8
SRLZB T - XEE R AU S B G SRR R - R AR
FEEERFERS

P RANEAME
(A
@ WA T
@ EFHEE TR
® i OK $57RIT (R62)

PEREE T
RAEE=:
B B S ESEACE E RN o RS ASLEETL - P SRHZ A K EED Smm

(7 M3 822 5 5/ DN ETL -
R R 2 P 2R
© HABEERERT -

o EZAVIET A ZAEEE00 © AWG no. 22-12 < IR iz 13Kgf.cm
FIRREAR R 0.275” 23 7mm ((RIEE =) -

IHH A%

o TEIEECORRE LS o 56 R R 6mm #Y M3 SR B SR E AT E E L -
BN T RG22 RN BRI (R R VA EE R -

o {RYERIVY:
T EC B EIR L2 A 4~TKgf.cm

Fig. 1. Device Descriptions

Side Mounting (Vertical)

Base Mounting (Vertical)

Side Mounting (Horizontal)

Fig. 2. Mounting Orientation

Fig. 3. Wire Type

5
3
H 3

Stripped wire

Mounting
screw

Fig. 4. Mounting Screw

Fig. 5. Assembly Reference

D1 =4.0 mm Min.

www.DeltaPSU.com



SR B

PML-12V50W1AG & PML-12V35W1AG & PML-24V50W1AG & PML-24V35W1AG
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Instruction Manual

PMB-12V50W1AA & PMB-12V35W1AA & PMB-24V50W1AA & PMB-24V35W1AA

1.

Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 4).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: When connecting the device, secure Earth connection before connecting L
and N. When disconnecting the device, remove L and N connections before removing
the Earth connection. The power supply must be mounted by metal screws onto a
grounded metal surface. It is highly recommended that the Earth terminal on the
connector be connected to the grounded metal surface.

Device Descriptions
Refer to Fig. 1.:
Input & Output terminal block connector
% DC voltage adjustment potentiometer
@ DC OK control LED (Green)

Installation of the Device
Refer to Fig. 2.:
Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.
This surface belongs to customer’s end system or panel where the power supply
is mounted.
© Connector

e Use flexible cable (stranded or solid), AWG no. 22-12. The torque at the Connector
shall not exceed 13Kgf.cm. The insulation stripping length should not exceed 0.275” or
7mm (Refer to Fig. 3).

Installation Notes

e  The mounting holes on the mounting accessories for the device should be kept at a
diameter of < 6.5mm. This is to ensure sufficient safety distance between the
mounting screw and the components on the device (Refer to Fig. 4).

e  Therefore, the diameter of the mounting screw should be kept at < 6.5mm.

Fig. 1. Device Descriptions

Base Mounting (Vertical)

Fig. 2. Mounting Orientation

7mm.

—]

Fig. 3. Wire Type Stripped wire

B.5mm_ Max

D1 =4.0 mm Min.
D2 = 6.0 mm Min.

~ouNTGHoere | | D1

(MOUNTING HOLE)

Fig. 4. Assembly Reference
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Instruction Manual

PMB-12V50W1AA & PMB-12V35W1AA & PMB-24V50W1AA & PMB-24V35W1AA

1.

Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 4).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: When connecting the device, secure Earth connection before connecting L
and N. When disconnecting the device, remove L and N connections before removing
the Earth connection. The power supply must be mounted by metal screws onto a
grounded metal surface. It is highly recommended that the Earth terminal on the
connector be connected to the grounded metal surface.

Device Descriptions
Refer to Fig. 1.:
Input & Output terminal block connector
% DC voltage adjustment potentiometer
@ DC OK control LED (Green)

Installation of the Device
Refer to Fig. 2.:
Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.
This surface belongs to customer’s end system or panel where the power supply
is mounted.
© Connector

e Use flexible cable (stranded or solid), AWG no. 22-12. The torque at the Connector
shall not exceed 13Kgf.cm. The insulation stripping length should not exceed 0.275” or
7mm (Refer to Fig. 3).

Installation Notes

e  The mounting holes on the mounting accessories for the device should be kept at a
diameter of < 6.5mm. This is to ensure sufficient safety distance between the
mounting screw and the components on the device (Refer to Fig. 4).

e  Therefore, the diameter of the mounting screw should be kept at < 6.5mm.

COMPONENT SIDE

SOLDER SIDE //

Fig. 1. Device Descriptions

Base Mounting (Vertical)

Fig. 2. Mounting Orientation

7mm.

oo —

Stripped wire

Lug Fig. 3. Wire Type
1 |
o
MOUNTING HOLE
o
| et
D1 = 4.0 mm Min.
P T D2 = 6.0 mm Min.
=
oMoUNTNG HOID e ———-——

Fig. 4. Assembly Reference
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Instruction Manual

PMB-12V50W1AH & PMB-12V35W1AH & PMB-24V50W1AH & PMB-24V35W1AH

COMPONENT SIDE

Fig. 1. Device Descriptions

Base Mounting (Vertical)

[

’ ‘ 2] ml
6.5mm Max. | | 4:‘

D1 =4.0 mm Min.
D2 = 6.0 mm Min.

Fig. 3. Assembly Reference

1. Safety Instructions

e To ensure sufficient convection cooling, always maintain a safety distance of 20mm
from all ventilated surfaces while the device is in operation.

e The device is not recommended to be placed on low thermal conductive surface, for
example, plastics.

e  For safety reason, please ensure the mounted device is kept at > 4mm safety distance
at all sides from other components and equipments (Refer to Fig. 3).

e Note that the enclosure of the device can become very hot depending on the ambient
temperature and load of the power supply. Do not touch the device while it is in
operation or immediately after power is turned OFF. Risk of burning!

e Do not touch the terminals while power is being supplied. Risk of electric shock.

e Prevent any foreign metal, particles or conductors to enter the device through the
openings during installation. It can cause: - Electric shock; Safety Hazard; Fire;
Product failure.

e  Warning: When connecting the device, secure Earth connection before connecting L
and N. When disconnecting the device, remove L and N connections before removing
the Earth connection. The power supply must be mounted by metal screws onto a
grounded metal surface. It is highly recommended that the Earth terminal on the
connector be connected to the grounded metal surface.

2. Device Descriptions
Refer to Fig. 1.:
Input & Output terminal block connector
DC voltage adjustment potentiometer
(@ DC OK control LED (Green)
3. Installation of the Device

Refer to Fig. 2.:

Mounting holes for power supply assembly onto the mounting surface. Power
supply shall be mounted on minimum 2 mounting holes using M3 screw minimum
5mm length.

This surface belongs to customer’s end system or panel where the power supply
is mounted.

@ Connector

e Use flexible cable (stranded or solid), AWG no. 22-18.

Connector (Board Mounting) Housing Terminal

Input (JST) B3P5-VH(LF)(SN) VHR-5N SVH2AT-P1.1

Output (JST) B2P3-VH(LF)(SN) VHR-3N
4. Installation Notes

The mounting holes on the mounting accessories for the device should be kept at a
diameter of < 6.5mm. This is to ensure sufficient safety distance between the
mounting screw and the components on the device (Refer to Fig. 3).

Therefore, the diameter of the mounting screw should be kept at < 6.5mm.
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SR B

PMB-12V50W1AA & PMB-12V35W1AA & PMB-24V50W1AA & PMB-24V35W1AA

1.
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Fig. 1. Device Descriptions

Base Mounting (Vertical)

Fig. 2. Mounting Orientation

7mm.
) ) M —

Stripped wire

Lug Fig. 3. Wire Type
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6.5mm Max. | |
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. | D2 = 6.0 mm Min.
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Fig. 4. Assembly Reference
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SR B

PMB-12V50W1AG & PMB-12V35W1AG & PMB-24V50W1AG & PMB-24V35W1AG
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Fig. 1. Device Descriptions

Base Mounting (Vertical)

Fig. 2. Mounting Orientation
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Fig. 4. Assembly Reference
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SR B

PMB-12V50W1AH & PMB-12V35W1AH & PMB-24V50W1AH & PMB-24V35W1AH

1.
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Fig. 1. Device Descriptions

Base Mounting (Vertical)

Connector (Board Mounting) Housing Terminal

Input (JST) B3P5-VH(LF)(SN) VHR-5N

SVH-21T-P1.1

Output (JST) B2P3-VH(LF)(SN) VHR-3N
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Fig. 3. Assembly Reference
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	PMT - Enclosed

	English

	A - Terminal Block

	G - Front Face
	H - Harness


	中文
	A - Terminal Block
	G - Front Face
	H - Harness



	PML - L Frame
	English
	A - Terminal Block

	G - Front Face
	H - Harness


	中文
	A - Terminal Block

	G - Front Face

	H - Harness



	PMB - Open Frame (Bareboard)
	English

	A - Terminal Block

	G - Front Face

	H - Harness


	中文
	A - Terminal Block

	G - Front Face

	H - Harness




